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5M58 (41524BN)
CLASS 155(C BANDING TAPE
5M58 CONSISTS OF UNIDIRECTIONAL GLASS YARNS WITH SUPPORTING POLYESTER CROSS FIBERS.  SATURATED WITH A THERMOSETTING POLYESTER RESIN.  THE CROSS FIBERS ALLOW FOR EASY HANDLING IN WIDTHS FROM 1” TO 36”.  THE GLASS YARNS PROVIDE EXCEPTIONALLY HIGH TENSILE STRENGTH AND CAN REPLACE STEEL BANDING.

TYPICAL PROPERTIES (UNCURED)

BASE CLOTH THICKNESS                                                  0.015”

RESIN CONTENT                                                                  25 - 30%
 

TENSILE (LBS/IN. WIDTH)                                                     900

RECOMMENDED CURE                                                 1 HR @ 150(C
                                                                                                         OR
                                                                                                4 HRS. @ 135(C

SHELF LIFE                                                     6 MONTHS WHEN STORED BELOW 70(F

TEMPERATURE RATING (CURED)          CONTINUOUS SERVICE @ 155(C 

APPLICATION                                                 W/ ARMATURE BANDING, OUTER WRAP
                                                                              FOR POWER TRANSFORMER COILS

The information contained herein is intended as a guide and should not be construed as a performance guarantee as the company has no control over the manner in which others may employ the product.

