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5M82
B-STAGED (SEMI-CURED)
155(C POLYESTER RESIN ON POLYESTER/GLASS CLOTH
5M82 IS A WOVEN POLYESTER-GLASS CLOTH COATED WITH A B-STAGE POLYESTER RESIN.  IT HAS A SLIGHTLY TACKY SURFACE, AND IS SUPPLIED WITHOUT A SEPARATOR SHEET.  THE POLYESTER FIBER IS IN THE MACHINE DIRECTION; THEREFORE, 5M82 IS EXTREMELY CONFORMABLE AND OFFERS SUPERIOR WRAPPING CHARACTERISTICS AROUND IRREGULAR SHAPES.

TYPICAL PROPERTIES

BASE FABRIC THICKNESS                                  0.004”
RESIN CONTENT                                                   ~ 60% BY WEIGHT
TENSILE STRENGTH                                            40 LBS./IN. WIDTH


RECOMMENDED CURE                                  1 HR @ 150(C
                                                                                          OR
                                                                                 4 HRS. @ 135(C

SHELF LIFE                                                         6 MONTHS WHEN STORED BELOW 70(F

TEMPERATURE RATING (CURED)                  155(C

APPLICATIONS                                                  COIL BANDING & WRAPPING

The information contained herein is intended as a guide and should not be construed as a performance guarantee as the company has no control over the manner in which others may employ the product.

