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Technical Specifications

WESTPREG® PH 3003
Phenolic/Glass
  


PREPREG FOR
PRESS OR
VACUUM BAG
MOLDING

April 1991
New Information

Prepreg Systems for
Advanced Composites

Technical Data
64-613
DESCRIPTION
Westpreg PH 3003 is a modified phenolic prepeg for laminating.  It is desgined for applications where extended exposure at temperatures of up to 500(F is required.  Westpreg PH 3003 exceeds the stringent 1990 Federal Aviation Administration (FAA) requirements for aircraft interior saftey.

USES
For high temperature aircraft application where low heat release and low smoke generation properties are required.  Aircraft interior components such as ceiling panels, stowage bins, sidewalls, partitions, lavatories, walls and doors.

AVAILABILITY

Available on fiberglass, woven roving and special fabrics.  Standard widths up to 50”.  Impregnated slit tapes can be furnished in a wide rang of widths from ½”.

CERTIFICATION

Westpreg EP 3003 meets the requirements of MIL-R-9299,
Grades A & B.
PREPREG CHARACTERISTICS

Resin Content

From 32%-48% varying with style of fabric and customer processing requirements.  A general range on 7781 glass fabric would be 38%-42%.

Flow

Varies depending upon style of fabric, resin content, temperature and pressure.  A general range on 7781 glass fabric would be 24%-30% at 325(F, 15 psi.

Volatiles

2%-7%, 10 minutes at 325(F

Tack and Drape

Wide range of tack and drape can be furnished.  Tack and drape are to be specified by the customer.

Storage
6 months at 40(F (maximum)
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Technical Specifications

WESTPREG® PH 3003
Phenolic/Glass
MODIFIED
PHENOLIC SYSTEM



TYPICAL PROPERTIES



This product has established new global standards with low fire/smoke/toxicity that exceeded 1990 FAA requirements for aircraft interior saftey.

Product:  Westpreg PH 3003
Fabric:  7781 glass




CURED LAMINATE PROPERTIES
6-PLY
HONEYCOMB



OSU HEAT RELEASE
a) Total Heat Release at 2 min (KW/min/m2)
b) Peak Heat Release <5 min. (KW/ m2)


-0.2
8.6


4.9
8.9



60-SEC. VERTICAL BURN
a) Flame Time (sec.)
b) Burn Length (in.)
c) Drip Flame Time (min.)



0.0
0.3
NO DRIP


N/A
N/A
N/A


SMOKE GENERATION (NBS)
SPECIFIC OPTICAL DENSITY (Ds)
a) Ds at 90 sec.
B) Ds at 4 minutes



0.0
0.0


0.0
0.0




